
Part Number Description Size Pack Qty

Please call Tube patches No.0 Ø 30mm 100 * * *
HRM0053 Tube patches No.1 Ø 35mm 30 * * *
HRM0054 Tube patches No.2 Ø 45mm 30 * *
HRM0055 Tube patches No.3 Ø 54mm 30 * * *
HRM0056 Tube patches No.4 Ø 75mm 30 * * *
HRM0057 Tube patches No.5 Ø 94mm 10 * *
HRM0058 Tube patches No.6 Ø 116mm 10 * *
Please call Tube patches No.7 74 x 37mm 30 * *
HRM0060 Tube patches No.7B 150 x 75mm 10 * *

REMA TIP 
TOP tube 
patches with 
double-scalloped edge 
ensure perfect bonding 
and 100% vulcanisation.

Due to the stepped multi-
layer structure of the patch 
body, they stretch evenly in 
all directions when the tube 
is inflated. They leave no 
edges on the repair area.

Most sizes in stock ready 
for next day delivery.

NEW
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TYRE REPAIR 
FROM HTS SPARES 
Tyre Repair Patches



NEW
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TYRE REPAIR 
FROM HTS SPARES 
Premium Tyre Sealant

A superior grade tyre sealing 
gel, giving long term protection 
against punctures for tyres with 
or without tubes.
Size: Available in a 25 Litre 
Drum or a 1.25 Litre Bottle

SPECIFICATIONS
The tyre sealant is injected into 
the tyre through the valve

BENEFITS
Fast sealing of leaking tyres 
because the fluid is pushed 
outwards, causing it to cure
Ensures a permanent seal
Environmentally friendly
Does not go hard or separate
Washes away with water

APPLICATION
Suitable for both tyre hose and 
tubeless tyres
Seals holes up to 10mm
For all off-road and slow moving 
vehicles like tractors, trailers, 
combines, golf carts, grass 
cutters, mobility scooters,etc.

Tyre Sealant
1.25L Bottle
HRM0070

Tyre Sealant
25L Drum
HRM0174

Before repairing a punctured tyre, it is important to 
check it over thoroughly. If the tyre displays any of the 
following, a puncture repair should not be attempted:

Illegal tread depth, Secondary damage - caused by the 
injuring object, Ageing/deterioration of tyre rubber, Bead 
damage, Exposed cords, Faulty/poor previous repairs.


